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Velocity Device Setup
Device Alias

URL 10.0.0.234

SCAN FOR GATEWAYS

SAVE & CONTINUEBACK

URL 10.0.0.234

Velocity Scheduling Panel 800

7      The touch panel will scan for new gateways. Once the correct gateway is found, press USE.

8      On a network computer, use a browser to log into Velocity. 

9      A green message will appear at the top right corner of the screen. Select Buildings.

10    On the buildings screen, press the Synchronize button on the building the touch panel is 
        located.

11    When the rooms page opens, press the Sync Scheduler button on the touch panel’s room. 

12    Press the SAVE & CONTINUE button on the touch panel.



Advanced Settings

Verify your PIN
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CANCEL VERIFY

URL

GATEWAY SETTINGS

TOUCH SCREEN SETTINGS

System Volume

Screen Brightness

0.0.0.0

REFRESH PAGE

CLEAN SCREEN CLOSE

ABOUT VELOCITY ADVANCED SETUP
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ADVANCED SETTINGS

Set Static IP

IP Address

Subnet Mask

Default Gateway

DNS Server 75.75.75.75

10.0.0.1

255.255.255.0

10.0.0.123

URL

Gateway Settings

Device Settings

Touch Screen LAN Configuration

0.0.0.0

Alternate URL 0.0.0.0

Alias Velocity Scheduling Panel 800

SAVE

FACTORY RESETCLEAR CACHE

SCAN NETWORK

CANCEL

SET PIN

Once th touch pad has been set up, the settings can be changed or reset only through the 
advanced settings. 

1      To access the settings, swipe from the left side of the touch pad to the right.

2      Select Advanced Setup. 

3      Type in the PIN. Default PIN is 554361.

Within the advanced settings, all the touch pad settings can be changed or reset.

         Gateway Settings - 

             a   If the gateway IP is known, it can be typed into the URL field. 

             b   If the gateway IP is unknown, press the Scan Network button to search for and add 
                  the gateway.
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CANCEL VERIFY

Set Configuration PIN
(Note: Once a pin is set, it will be required to edit settings going 
forward)

(Enter a blank pin to remove)

ADVANCED SETTINGS

Set Static IP

IP Address

Subnet Mask

Default Gateway

DNS Server 75.75.75.75

10.0.0.1

255.255.255.0

10.0.0.123

URL

Gateway Settings

Device Settings

Touch Screen LAN Configuration

0.0.0.0

Alternate URL 0.0.0.0

Alias Velocity Scheduling Panel 800

SAVE

FACTORY RESETCLEAR CACHE

SCAN NETWORK

CANCEL

SET PIN

Cache has been successfully cleared. Press 
OK to restart.

OK

ADVANCED SETTINGS

Set Static IP

IP Address

Subnet Mask

Default Gateway

DNS Server 75.75.75.75

10.0.0.1

255.255.255.0

10.0.0.123

URL

Gateway Settings

Device Settings

Touch Screen LAN Configuration

0.0.0.0

Alternate URL 0.0.0.0

Alias Velocity Scheduling Panel 800

SAVE

FACTORY RESETCLEAR CACHE

SCAN NETWORK

CANCEL

SET PIN

Changing advanced settings requires 
application restart.

OK
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Troubleshooting

Problem Cause Solution

Device Settings - The touch pad can be renamed for easier syncing with Velocity. Type the 
name into the Alias field. 

Touch Screen LAN Configuration - The current IP settings will display in these fields. To 
switch to a static IP, select the Set Static IP slider, fill in the IP information, and press Save. 

Set PIN - The default PIN of 554361 can be changed to a new pin by pressing the Set PIN 
button. Type the new PIN in and press Save PIN. 

Clear Cache - Press the Clear Cache button to release the current cache of the VSP. Press 
the OK button to verify. 

Factory Reset - Press the Factory Reset button to clear all the settings and start the touch 
pad set up again. Press the OK button to verify.

My touchpad won’t power 
on.

The touchpad is not 
connected to a PoE switch.

•      Connect the touchpad to a    
        switch that supports 802.3at 
        PoE. 
•      If a PoE switch is not 
        available, use a PoE injector 
        (sold separately) to power 
        the unit.

My touchpad isn’t receiving 
an IP address.

The connected network is 
not DHCP enabled.

•      Swipe from the left corner 
        to the right and press 
        the refresh button. It can 
        sometimes take up to 60 
        seconds to obtain an IP
        address.

•      Set the touchpad to static IP 
        by selecting the Set Static 
        IP slider and providing IP, 
        subnet, gateway, and DNS 
        server information.
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International
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