








5

Runtime Estimates at Half and Full Load (Minutes)

Management Cards
AP9630: UPS Network Management Card 
with PowerChute Network Shutdown

AP9631: UPS Network Management Card 
with PowerChute Network Shutdown & 
Environmental Monitoring

AP9335TH: APC Temperature & 
Humidity Sensor

AP9810: APC Dry Contact I/O Accessory

AP9624: UPS Interface Expander

Battery Packs
SRT192BP: APC Smart-UPS SRT 192 V 
5 kVA and 6 kVA Battery Pack 

SRT192RMBP: APC Smart-UPS SRT 192 V 
5 kVA and 6 kVA RM Battery Pack 

SRT192BP2: APC Smart-UPS SRT 192 V 
8 kVA and 10 kVA Battery Pack

SRT192RMBP2: APC Smart-UPS SRT 
192 V 8 kVA and 10 kVA RM Battery Pack 

SRT002: APC Smart-UPS SRT 15 ft. 
Extension Cable for 192 VDC External 
Battery Packs 5/6 kVA UPS

SRT003: APC Smart-UPS SRT 15 ft. 
Extension Cable for 192 VDC External 
Battery Packs 8/10 kVA UPS

Rail Kits
SRTRK2: APC Smart-UPS SRT 19” Rail 
Kit for Smart-UPS SRT 5/6/8/10 kVA

SRTRK3: APC Smart-UPS SRT 2 Post 
Mounting Rail Kit for Smart-UPS SRT 
5/6/8/10 kVA

Backplate Kit
SRT001: APC Smart-UPS SRT 5 kVA 
Output HW Kit 

SRT004: APC Smart-UPS SRT 5 kVA 
PDU, 208 V (4) L6-20

SRT005: APC Smart-UPS SRT 6 kVA 
PDU, 208 V (4) L6-20, (1) L6-30

SRT008: APC Smart-UPS SRT 8/10 kVA 
PDU, 208 V (6) L6-30

Service Bypass Panels
SBP5KRMT2U: APC Service Bypass 
Panel - 200/208/240 V; 30A; BBM; L6-
30P Input; (2) L6-30R (2) L6-20R Output

SBP6KRMT2U: APC Service Bypass 
Panel - 200/208/240 V; 50A; MBB; 
L6-30P/HW Input; (1) L6-30R (2) L6-20R 
Output

SBP10KRMT4U: APC Service Bypass 
Panel - 200/208/240 V; 100A; MBB; 
Hardwire Input; (3) L6-30R (3) L6-20R 
Output

Other
SURT013: SURT Equipment Cart 

Replacement Battery Cartridge

APCRBC140

Network Management Card

Battery Pack

Product Accessories

Rail Kits

UPS
Half/Full Loads

SRT5KRMXLW-HW
(2250W / 4500W)

SRT5KXLT
(2125W / 4250W)

SRT6KXLT
(3000W / 6000W)

SRT8KXLT
(4000W / 8000W)

SRT10KXLT
 (5000W / 10000W)

Internal 11.8/4 12.6/4.4  8.3/2.3 14.4/5.2 11.4/3.7

(1) Battery pack 46.2/20.5 49/21.8  34.7/14.9  34.2/14.6  27.9/11.5

(2) Battery packs 83/38 87.8/40.4  62.9/28.3  55/24.4  45.1/19.7

(3) Battery packs 121/56.4 128.1/59.7  92.1/42.2  76.4/34.6  62.8/28.1

(4) Battery packs 160.4/75.1 169.5/79.5  122.1/56.5  98.3/45  81/36.7



Smart-UPS On-Line SRT 5 kVA – 10 kVA
Technical Specifications

Product feature SRT5KRMXLW-HW SRT5KXLT
SRT5KRMXLT

SRT6KXLT
SRT6KRMXLT

SRT8KXLT
SRT8KRMXLT

SRT10KXLT
SRT10KRMXLT

Output
Power rating 5,000 VA/4,500 W 5,000 VA/4,250 W 6,000 VA/6,000 W 8,000 VA/8,000 W 10,000 VA/10,000 W

Nominal output voltage 230 V 
(208, 220, 230, 240 V 

user selectable)
208 V (240 V user selectable)

Output frequency 50/60 Hz ± 3 Hz (auto sense)      50/60 Hz ± 0.1 Hz (user selectable)

Topology Double-conversion Online

Online efficiency at                           
full load (typical) 94%

Green mode efficiency at  
full load (typical) 98%

Output connections HW (2) L6-20R 
(2) L6-30R

(2) L6-20R 
(3) L6-30R, HW

(4) L6-20R 
(2) L6-30R, HW

Input
Nominal input voltage 230 V 

(208, 220, 230, 240 V 
user selectable)

208 V (240 V user selectable)

Input voltage range full load 
(half load) 160 – 275 V (100 – 275 V)

Input frequency 40 – 70 Hz auto-selecting

Input connection Hardwire 3-wire 
(L1+L2/N+G) L6-30P Hardwire 3-wire 

(L1+L2+G)
Hardwire 3-wire 
www(L1+L2+G)

Batteries and Runtime
Battery type Maintenance-free sealed lead-acid battery with suspended electrolyte, leak proof

Typical backup time at  
1/2 load  (min.) 11.8 min. 12.6 min. 8.3 min. 14.4 min. 11.4 min.

Typical backup time at full
load (min.)  4 min. 4.4 min. 2.3 min. 5.2 min. 3.7 min.

Replacement battery
(quantity) APCRBC140 (1) APCRBC140 (2)

External battery pack
(tower/rack mount) SRT192BP/SRT192RMBP SRT192BP2/SRT192RMBP2

Communication and Management
Interface ports RJ-45 with Status LEDs (10/100 Base-T), Serial (RJ45), USB (Type B) and SmartSlot

Control panel High Resolution Graphical LCD display

Emergency power off (EPO) Yes (NO/NC connections)

Embedded network
management  with 
environmental monitoring

Yes

Physical
Rack height 3 U 4 U 6 U 6 U

Maximum height  (RM) 130 mm 174 mm 263 mm 263 mm

Maximum width (RM) 432 mm 432 mm 432 mm 432 mm

Maximum depth (RM) 719 mm 719 mm 715 mm 715 mm

Net weight 54.5 kg 60 kg 112 kg 112 kg

Conformance

Regulatory CE, VDE, UL-1778, FCC 
Part 15 Class A, cUL UL-1778, FCC Part 15 Class A, cUL

Warranty 3 years for electronics, 2 years for battery
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